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Cord & Gordset

This catalog contains in-depth
information on the most
comprehensive line of cord and
cordset products. General Cable’s
flexible cord products are available
today for commercial, industrial
and specialty applications. Our
contractor-grade extension cords,
specialty cords, utility lights and
accessories provide power for tools
and equipment, and temporary
lighting on residential, commercial
and industrial job sites.

The product and technical sections
have been developed with an
easy-to-use “spec-on-a-page”
format. They feature the latest
information on Carol Cord and
Cordset Products, from applications
and construction to detailed
technical and specification data.
There’s also a user-friendly
numerical part number index.

Our products are readily available
through our network of authorized
stocking distributors and
distribution centers.
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All information in this catalog is presented solely as a
guide to product selection and is believed to be
reliable. All printing errors are subject to correction in
subsequent releases of this catalog. Although General
Cable has taken precautions to ensure the accuracy of
the product specifications at the time of publication,
the specifications of all products contained herein are
subject to change without notice.
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Demand Better. . .
Expect More

FROM CAROL® BRAND

QUALITY

General Cable is committed to meeting
customer requirements through continuous
quality improvements. As a significant part
of our commitment to quality, General
Cable’s manufacturing facilities are certified
to the IS0 9001:2000 quality standard. We
strive to provide value optimization through
innovation and quality solutions.

e QOurin-house testing capabilities are extensive, with strict adherence
to our product specifications as well as industry standards.

 (Cables are safety listed and verified.

e Third-party testing labs like ETL are utilized to quantify and confirm
our quality and provide final qualification data that sets the foundation
for our extended product warranty.

 General Cable products have stood the test of time with proven
reliability and performance.

 Portable Cord products are made in the U.S.A.

CUSTOMER SERVICE

General Cable is dedicated to customer
service and satisfaction. Call our team of
professionally trained sales associates at

800-243-8020

with any questions to meet your
application needs.

GENERALCABLE.COM

Carol Cord % Made in USA



What's New?

GOOD/BETTER/BEST SOLUTIONS

For Yellow Rubber Portable Cord

General Cable has perfected its yellow rubber cord offering with the introduction of
Carolprene® SOOW/SJOOW 90°C Rubber Portable Cord in a yellow high-visibility color.
We now have the industry’s most comprehensive line of rubber portable cord — including
Carolprene® for standard applications, Super Vu-Tron® IlI for applications requiring
superior performance, and the ultimate performance of Super Vu-Tron® Supreme.

SUPER VU-TRON® TYPE W EXTRA-FLEX CABLES

In An Array of Colors

Our Portable Cord line of Carol® Brand Super Vu-Tron® Type W Extra-Flex cables come

in vivid colors and are available in-stock or by special order! Choose from gray, blue,
green, orange, yellow, red, or standard black. In a sea of black cables in entertainment
environments, soundstages, construction sites or other settings where temporary power is
required, protect your cable investment with a unique color today! For complete product
information, go to page 37.

CAROL® BRAND CORD PRODUCTS FEATURING

TRU-Mark® Print Legends

Q\C‘U ‘//) The TRU-Mark® footage marking system has been added to our most popular sizes and
< lengths of Carol® Brand Portable Cord jackets. This enhanced numerical printing feature
.” indicates the exact length of cable, so installers do not waste time pulling wire that is
fﬂafdﬂellarh',, d& © too short while optimizing their wire inventory by choosing the right length of wire for
< ”(lstg,,,

the job. This sequential marker will be clearly printed on the jacket and will be packaged
according to the length you order. You will always know how much is left on your reel.
Available Spring 2010.

CAROLPRENE® 90°C WELDING CABLE

Loigic™

Now In Red

Carol® Brand’s Carolprene® 90°C Welding Cable, now available with a red jacket,
features good flexibility, abrasion resistance and excellent color retention. This welding
cable, which can be found on page 34, satisfies a variety of commercial and industrial
applications and is still available with the standard black jacket in addition to the red.

Add Value

Whether it’s providing a prototype, solving an applications problem, or answering a
technical question, General Cable’s associates make magic happen. Our Wire Wizards
always seem to find the answer and serve the customer. And there’s no smoke or mirrors
about that.
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Sam Friedman-Wire Wizard.™™ When it comes to solving your problems, he makes magic happen.

Sam’s highest and most challenging form of wire wizardry is new product development, followed closely
by solving tough, often one-of-a-kind technical problems. His powers are also evident in quality control and
in laboratory testing. We call on Sam to perform his wizardry all the time. And so do our customers. Sam,
Director, Technical Services, Carol® Brand Cord Products, and the entire team of General Cable Wire
Wizards are ready to perform magic. “Whether it's providing a prototype, solving an applications problem,
or answering a technical question, we try to make magic happen,” explains Sam. Magic or not, our Wizards
always seem to find the answer and serve the customer. And there’s no smoke or mirrors about that.

REEL People ... Adding REAL Value General Cable

www.generalcable.com

BRAND

If you'd like to put the powers
of Sam and General Cable
Carol Brand products on your
side, talk to a General Cable
rep today. To connect, just call
1.800.243.8020 or e-mail us at
info@generalcable.com.




PRODUCT SELECTION LOCATOR

SECTION PAGES
1 Portable Cord Specifications 1-7
2 Rubber Cord 8-19
3 Plastic Cord 20-28
4 Industrial Cord 29-38
5 Specialty Cord 39-46
6 Outdoor Extension Cords 47-52
7 Application-Specific Extension Cords 53-57
8 Plug-it® Extension Cord Accessories 58-60
9 Specialty Extension Cords and Lighting 61-64

10 General Information 65-82

11 Cord Technical Information 83-90

12 Cordset Technical Information 91-97

13 Part Number Index 98-100

14 Notes 101




Table of Contents

SECTION PAGES
1 Portable Cord Specifications 1-7
¢ HOW t0 SPECify POMADIE COrd ........oceiieeieeeeeeee et r e bbb e e seeseeseeseeseeseeseesresnenrennens 1
e Voltage Drop: Picking the Right Cable for the LONG RUN ........ccccoiiiriiiriniecncsesesesesesie ettt s 2
® Why ChoOSE RUDDEI? ... bbb bbb b s be b e sbesbesbesbesbesbeseeseeseeneens 3-4
¢ Ampacity: Choosing Cable When the Heat IS ON ... e 5
LI 1o Lo o) AT = N I/ o= S 6
e Wire And Cable ADDIEVIALIONS ......iiuiiieiiiiee ettt st e e e b et se e et e s ae e tesaeeseeeeesneeeeeneenneenes 7
2 Rubber Cord 8-19
e Super Vu-Tron® Supreme Types STOOW/SOOW ...ttt ettt st s e e s ae e sns 9
e Super VU-Tron® lll Types SJOOW/SOOW......c..ccuerierierieieieieieseeseesesseeeeassessessesesseesesesessessessessessessessessessessessesseens 10
e Carolprene® Jacketed Type SOOW/SJOOW G0°C......ocuieeeuiireeireiereceeteeeeiestete e te e saesestesesbenssse e sesaesestenssbennesenes 11
e Carolprene® Jacketed TYPe SOOW G0°C.......cciiieirieieriieeeesiete e e st se et s te e e e s saesesaese st enesbe e seseesestenesbeneesenes 12
e Carolprene® Jacketed TYPE SUOOW........cuiiuiiiiieieieieieie e ee et e e e e e se e e e eneeneeseenesneeseesesneeseens 13
e Carolprene® Jacketed Type SOOW, NON-UL.......ccooceeiirieiiriiseesesee e ees s esee s e e eeee st e see e et sseeseeeeesseensesnnesneenenns 14
o Super VU-Tron® TYPE SO, NON-UL ...ttt e st re et st e e e e e s ae et e saeesnesnean 15
LI Y/ o Y=Y T 16
LI =T o[ 7= AT Y7 0TI Y LS 17
e Super Vu-Tron® Multi-Conductor Type SOOW ..ottt sttt e e e s se s 18-19
3 Plastic Cord 20-28
® TYPES SUTOW GNA STOW ...ttt sttt b et b s e b e se b e st s b e e s b e se e b e s e ebe s b ene s b e e e besenbesbenesrenenne s 21
LT Y7o =0 SRS 22
® TYPE SUT BOC ..eeeieeeteee ettt ettt b e se b e b e e e b e s e e s e b e s e e e e b e se e s e b e neee b e s eneseebese e ee et ane e neebene e nsetan 23
® TYPE SUT T05°C .ttt sttt bbbt e b bt £ e b et £ b e b e e £ b e Rt £ A b e Rt e e b e b et e A e b e Re e e b e b e ne e e e b e e e beban 24
LI = LU o] o TN = o)1= SR 25
® THEIMOSTAL WIS .. ettt s h et st e b et e sbe et e s ae e beeaeesee e e e saeentesreenneeneanrennes 26-27
o Thermostat Wire, UNJACKEIEd..........oocuiiie ettt et e st e et e et e e sae e e te e saeeenteesaeeenteesneeeseesnsennns 28
4 Industrial Cord 29-38
¢ Super Vu-Tron® Single Conductor Type W and Type RHH/RHW..........ccci e 30
¢ Super Vu-Tron® Multi-Conductor TYpe W ROUNG .........ocueiiiiieeee ettt 31
e Super Vu-Tron® Type G and Type G-GC ROUNG ......cccuoiiiiiiiiiiiee ettt s e e st sae e sne e 32
e Super Vu-Tron® Canadian Type G-GC ROUNG .........cceiirieiieri e rie st e e e e eee st see e et saeesee e e e s ae e e sneesnesneens 33
e Carolprene® WeldiNg CabIe..........coiruiruiriiiiiit ettt ettt et e et eaeeaesaeeae e 34
o Super Vu-Tron® Welding Cable Type RHH/RHW ..........c.ooiiiiinenrere e s s 35
¢ Super Vu-Tron® Entertainment Industry and Stage Lighting Cable .........ccocveiiiceeiecce s 36
¢ Super Vu-Tron® Single Conductor Type W EXIra-FIEX........ccuiieieeeeee e 37
e Super Vu-Tron® Diesel Locomotive Cable Type RHH/RHW ........ccooiiiiieieiee et 38
5 Specialty Cord 39-46
® Heater Cord TYPE HPN. ...ttt ettt et et e st e ae e st e aeeaeeaeeneeneenesnesaeeneens 40
¢ Hook-Up Wire UL Types MTW, TFF, AWM and CSA TEW ...ttt 41
¢ Heavy Wall UL Types MTW, AWM and NEC Type THW .......o e 42
L0 I 0T N 43
T ool ol ge [ Y o =TT OO PP O OO PP PSR 44
o Low-Voltage Landscape LIGhtiNg WIFe ... bbb bbb n e e 45
® LOW-VOIAge SPIINKIEr WIF.......eeceecee et s eete st st st s e e e e s e s e s te et e st e e ntesae et e sae e seeneesaeensesaeensesneesaeensesseensesnsenanan 46
6 Outdoor Extension Cords 47-52
e FrogHide® Ultra Flex® EXTENSION COIS.......ccceieiiiieeiecie st eseesee e s e s eee st s e s s e st e e e s e enaesneesreeeesseensesneenneenenns 48
o Lifetime Plus® Super Flex® Lighted EXtENSION COrAS.......ccueouiieieieieeieei ettt 49
o Safety Orange® EXIENSION COIAS......coouiuiiriririeerieesiesestese st see s b et b e e b e seebeseebe b enesbe e s sesenbeseenesrenennenes
¢ Qutdoor Powr-Center® Extension Cords
¢ All Weather Extension Cords........cccceeevrernenenniennen.

¢ High Visibility All Weather Extension Cords

 General Cable




Table of Contents

SECTION PAGES
7 Application-Specific Extension Cords 53-57
¢ Pro Flex® RUDDEr EXIENSION COIAS ...ocuuiiiirieiiieieciesieeceesteeieseeseeeee e te e e s sseesseeee e estesneesseeneesseensesneesseeneesseansesann 54
¢ Coiled Power Tool Extension Cords and Power SUPPIY COrdS........ccoiiiaririenieie e s 54
o Power Supply Replacement COrdS .........ccieiiririeeiesiee st esee e e see e s e e ete e e e s e st e e sne e e e sseensesneensesneensenns 54-55, 57
LI St (g o T3 O] {0 TP 56
LI g 0o (o [ SRR 56
o Air Conditioner REPIACEMENT COUS......cueiirierierieeseeieseesteeeesesseeseesaesaeesteeseesseesesseesseseesseensesseessesnsensesnsesnnensesneens 56
LI\ =T o g o] o] F= T oy O] (o LTSRN 57
8 Plug-it® Extension Cord Accessories 58-60
o Plug-it® Fluorescent ULl LIGNT.........ooeieieieiese ettt s b s 59
LI (0T Gl o LT Ot g 1 (=T =T o (=Y S 59
© POWI-REEI™ With 3 OULIEES ......eeee ettt et s e e eae e sr e e e e s ae e tesaeesseeneenreeneennnen 60
¢ Plug-it® Ground Fault Circuit Interrupter (GFCI) and Surge Protector Plug.........ccooeiieiiiie i 60
9 Specialty Extension Cords and Lighting 61-64
e Shock Safe® Ground Fault Circuit Interrupter (GFCI) POWr-CEnter®.........ccoceoeierierierieneeiecese et 62
® HOUSENOIA POWI-CENIEIS®..... vttt en et r e r e e e et r e r e e n e r e nn e e renn s 62
o Plastic GUArd ULIlItY LIGNt.......coooioeiiieie ettt et besae e r e e n e snesn e sr e nenne s 63
o Metal GUArd ULIITY LIGNT... ..ottt ettt b e bbb e b e 63
L2 = T (e oTo /=TT I o [=Y= ) I o] o 64
LI 0= o T o 3N o o | PP UP PP 64
10 General Information 65-82
© GlOSSANY ...vueteertereeter et et st e sttt e st et e et s b e e e b e e e Rt e e e sesE e e e R e e e R e R e Re AR e e RS e e R e R e R e RS RE AR e e e RS R eR e R eRe R e ne R e e R et eRe e eneerenees 66-80
L0 T A O A=Y o g T - e (o £ SRR 81
o Temperature CONVEISION CRAr..........coiiiiiieie ettt ettt ettt e ae e he st ebeshe b b saesbesbesbenre s 82
11 Cord Technical Information 83-90
o AWG 10 Metric ConVErSION CRAr...... ..ot ettt sae e sb e et e e ae e beeaeesae e e e sneeeesanan 84
e Common Wire CondUCTOr STrandiNg.......ceeeieererieerierreeseesesieeseesree st este s e e aesee e esee s e esesaeesresnsesseensesneesaesnsesseensesanen 84
e Bend Radius Calculation PEr ICEA...........o ittt ettt sae bbb bbb nae e 84
LN O L (Q @o oo 1T RS (= g o 1 o OO SPRUPSPROI 85
LI O R VI @7o] o] o 1T = g Vo 1 Vo SRS 86
¢ |nstallation — Training and Bending LIMITatioNS.........coieiiirienire e e s 87
LI Oe (ol oo o 0o Q@ oTo [ TgTe I Y=1 1=T o TSRS 87
LIV o1 v=To TS D] (o] o =1 o1 =1 o o SN 88
¢ [nsulation and JACKEL PrOPEIIES .......ccuiieeiiiie ettt s e e et sn e e s e r e sanesnesnnens 89
¢ Government and Military Wire and Cable SpecifiCations ..........ccoeieieriririeeeeeee e 90
12 Cordset Technical Information 91-97
LI =Y ST T @ o o N ooz (RSP
e Cordset Product COdiNG SYSTEIM ....ccuiiuiiiiiiiie ettt ettt be s s be bbb bbb s
¢ Understanding Wire Gauge..........ccccoervrerennnn
* How to Select the Right Extension Cord
¢ Ground Fault Circuit Interrupters (GFCI)

o NEMA Receptacle and PIUG Chart...... ..ot
13 Part Number Index
14 Notes 101

 General Cable













Cord & Cordset

Carolprene® Jacketed Type SOOW
90°C 600 Volt UL/CSA Portable Cord

TYPE SOOW - 600 VOLT - UL/CSA

Rubber Cord

QOoU (,,/\

/Mrm M ”d

Thing 5'”3 o
805106

Product Construction:

Conductors:
¢ 18 through 2 AWG fully annealed stranded
bare copper per ASTM B-174

Insulation:
® Premium-grade, color-coded 90°C EPDM
¢ Color code: See chart below

Jacket:
¢ Carolprene®, black
* Temperature range: -40°C to +90°C

Jacket Marking:
 CAROL (SIZE) (mm? 90°C (UL) WATER
RESISTANT SOOW CSA (-40°C) FT-2
P-7K-123033 MSHA 600 VOLT RoHS
MADE IN USA

Applications:
¢ Portable tools and equipment
¢ Portable appliances
¢ Small motors and associated machinery

Features:

¢ Excellent resistance to oil and moisture
Good tensile strength, elongation and aging
characteristics

High flexibility

Excellent abrasion resistance
Water-resistant

UL Listed and CSA certified for indoor and
outdoor use

¢ Ozone-sunlight (UV)- and weather-resistant

Industry Approvals:
¢ UL Flexible Cord - Subject 62
e CSA Flexible Cord - C22.2-49
¢ MSHA Approved
* RoHS Compliant

Packaging:
e 250" (76.2 m), 500' (152.4 m),

1000' (304.8 m)
e Other put-ups available on special order

COLOR CODE CHART

NO. OF

CONDUCTORS COLOR

2 Black, White

Black, White, Green

3
4 Black, White, Red, Green
5 Black, White, Red, Orange, Green

NOMINAL INS. APPROX
CATALOG |NO.OF| AWG | conp. |__THICKNESS | NOMINALO.D. |oppenti NETWT.| STD.
NUMBER | COND.| SIZE |STRAND| INCHES | mm | INCHES | mm | AMPST [LBS/M'®)| CTN.
02763 18 | 16/30] 0.030 |0.76] 0.345 | 8.76| 10 72 | 250
02769 18 | 16/30| 0.030 |0.76] 0.365 | 9.27| 10 84 | 250
02770 18 | 16/30| 0.030 |0.76] 0.390 | 9.91| 7 101 | 250
02722 16 | 26/30] 0.030 |0.76] 0.370 | 9.40] 13 83 | 250
02765 16 | 26/30| 0.030 |0.76| 0.390 | 9.91| 13 103 | 250°
02766 16 | 26/30| 0.030 |0.76| 0.420 | 10.67| 10 119 | 250
02723 14 | 41/30] 0.045 |1.14] 0510 |12.95] 18 158 | 250'
02762 14 | 41/30| 0.045 |1.14| 0535 | 13.59| 18 172 | 250
02768 14 | 41/30| 0.045 |1.14| 0575 |1461| 15 208 | 250
02724 12 | 65/30] 0.045 |1.14] 0570 |14.48] 25 195 | 250°
02725 12 | 65/30| 0.045 |1.14] 0595 |15.11| 25 229 | 250
02726 12 | 65/30| 0.045 |1.14| 0.650 | 1651 | 20 280 | 250'
02767 10 |104/30] 0.045 |1.14] 0.620 | 15.75| 30 235 | 250°
02728 10 |104/30| 0.045 |1.14] 0.660 | 16.76| 30 295 | 250'
02727 10 |104/30| 0.045 |1.14] 0.715 |18.16| 25 353 | 250°
16063 133/29| 0.060 |1.52] 0.845 |21.46] 40 525 | 250°
16064 133/29| 0.060 |1.52| 0.960 | 24.38| 35 676 | 250
16065 133/29| 0.060 |1.52| 1.075 |27.31| 28 795 | 250
16073 133/27] 0.060 |1.52] 0.980 |24.89| 55 703 | 250
16074 133/27| 0.060 |1.52| 1.080 |27.43| 45 891 | 250'
16075 133/27| 0.060 |152| 1.200 |30.48| 36 | 1123 | 250°
16083 133/25| 0.060 |1.52] 1.140 |28.96] 70 | 1022 | 250°
16084 133/25| 0.060 |1.52| 1.260 |32.00| 60 | 1336 | 250
16085 133/25| 0.060 |152| 1.365 |34.67| 48 | 1587 | 250'
16003 | 3 2 |133/23] 0.060 |1.52| 1.330 |33.78| 95 | 1484 | 250'
16094 | 4 2 |133/23] 0.060 |1.52| 1.460 |37.08| 80 | 1869 | 250'
16005* | 5 2 |133/23] 0.060 |1.52| 1.580 |40.13| 64 | 2240 | 250°

Cord furnished with UL and CSA labels.
* Non-stock item; minimum quantity purchase required.

1 Green conductor for grounding only. Ampacities based on NEC table 400.5(A).

(S)Actual shipping weight may vary.

LISTED

Cerlilied
Canadian Standard

BRAND

MSHA

Mine Safety and
Health Administration

RoHS Compliant
Directive 2002/95/E|
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Rubber Cord Cord & Cordset

Carolprene® Jacketed Type SJOOW ,,,°””;f»
90°C 300 Volt UL/CSA Portable Cord f”"’w

Thing. S?Sle
Teoige

Product Construction:
Conductors:

¢ 18 through 10 AWG fully annealed stranded
bare copper per ASTM B-174 b
Insulation:

® Premium-grade, color-coded 90°C EPDM

¢ Color code: See chart below

Jacket: TYPE SJOOW - 300 VOLT - UL/CSA

¢ Carolprene®, black

* Temperature range: -40°C to +90°C N_Iqmg\:(ANLEISNsS. NOMINAL 0.D APPROX.
Jacket Markina: CATALOG |NO. OF | AWG | COND. " |CURRENT| NET WT. | STD.
g NUMBER | COND. | SIZE | STRAND | INCHES | mm | INCHES | mm | AMPSt (LBS/M'®)| CTN.
 CAROL (SIZE) (mm?) 90°C (UL) WATER
RESISTANT SJOOW CSA (-40°C) FT-2 01310 2 18 | 16/30 | 0.030 | 0.76| 0.285 | 7.24| 10 51 1000
P-7K-123033 MSHA 300 VOLT RoHS :
MADE IN USA 01311 3 18 | 16/30 | 0.030 |0.76| 0.305 | 7.75| 10 63 | 1000
Applications: 01344 4 18 | 16/30 | 0.030 |0.76| 0.330 | 8.38 7 76 250"
¢ Portable tools and equipment ,
e Portable app”ances 01 312 2 16 26/30 0.030 0.76 | 0.310 7.87 13 60 1000
* Small motors and associated machinery 01342 3 | 16 | 26/30 | 0.030 |0.76| 0.330 | 8.38| 13 76 250"
Features: 01343 4 |16 | 26/30 | 0.030 |0.76| 0.365 | 9.27| 10 95 250"
o Excellent resistance to oil and moisture
* Good tensile strength, elongation and aging | 01358 2 | 14 | 41/30| 0.030 |0.76| 0.340 | 8.64| 18 79 250"
characteristics
* High flexibility 01360 3 14 | 41/30 | 0.030 | 0.76| 0.370 | 9.40| 18 106 250"
* Excellent abrasion resistance 01364 | 4 | 14 | 41/30] 0.030 |0.76| 0.410 [10.41] 15 | 121 250"
o Water-resistant
y gl';t(';fgfﬂ :‘e”d CSA Certified for indoor and 01379 | 2 | 12 | 6530 0.030 [076] 0.410 [1041| 25 | 117 | 250
¢ Ozone-sunlight (UV)- and weather-resistant 01380 3 12 | 65/30 | 0.030 |0.76 | 0.430 |10.92 25 146 250"
Industry Approvals: 01381 4 12 | 65/30 | 0.030 |0.76 | 0.475 |12.07| 20 185 250"
¢ UL Flexible Cord - UL Subject 62
e CSA Flexible Cord - C22.2-49 01382* 2 10 | 104/30 | 0.045 |1.14| 0.560 |14.22| 30 210 250"
¢ MSHA Approved \
« RoHS Compliant 01383 3 10 | 104/30 | 0.045 |1.14| 0.580 |14.73| 30 242 250
Packaging: 01384 4 10 | 104/30 | 0.045 |1.14| 0.655 |16.64| 25 304 250
e 250' (76.2 m), 500' (152.4 m), Cord furnished with UL and CSA labels.
1000' (304.8 m) * Non-stock item; minimum quantity purchase required.

1 Green conductor for grounding only. Ampacities based on NEC table 400.5(A).

e Other put-ups available on special order ©Actual shipping weight may vary.

COLOR CODE CHART
NO. OF
CONDUCTORS COLOR
2 Black, White
3 Black, White, Green
4 Black, White, Red, Green

v RoHS Compliant MMSsm!:IyaAnd @ GARDL@
(J G e n e ra I ca hl e W Health Administration Canadian S?:r:g;ir?ﬂssociatiun LISTED BRAND
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Cord & Cordset

Carolprene® Jacketed Type SOOW
90°C 600 Volt Non-UL Portable Cord

TYPE SOOW, NON-UL - 600 VOLT
NOMINAL INS.
APPROX.
CATALOG |NO.OF|AwG| conp, | THICKNESS | NOMINALO.D. |o\ppenri NETWT.| STD.
NUMBER |COND. |SIZE| STRAND | INCHES | mm | INCHES| mm | AMPS' |LBS/M'S| CTN.
01811* | 2 | 8 65/26 | 0.050 |1.27] 0.660 |16.76| 40 | 283 | 250°
01812 | 3 | 8 65/26 | 0.050 |1.27| 0.695 |17.65| 40 | 340 | 250
01827 | 4 | 8 65/26| 0.050 |1.27| 0.760 |19.30| 35 | 491 | 250
08267 | 5 | 8 65/26 | 0.050 |1.27 | 0.840 |21.34| 28 | 550 | 250°
01825 | 3 | 6 101/26 | 0.050 |1.27] 0.790 |2007| 55 | 531 | 250
01824 | 4 | 6 101/26 | 0.050 |1.27| 0.865 |21.97| 45 | 660 | 250'
08270 | 5 | 6 101/26 | 0.050 |1.27| 0.945 |24.00| 36 | 759 | 250'
01823* | 2 | 4 119/25] 0.050 |1.27] 0.860 |21.84] 70 | 580 | 250'
01822 | 3 | 4 119/25| 0.050 |1.27| 0.915 |2324| 70 | 745 | 250
01821 | 4 | 4 119/25| 0.050 |1.27| 1.000 |25.40| 60 | 918 | 250'
08463 | 5 | 4 119/25| 0.050 |1.27| 1.095 |27.81| 48 | 1030 | 250'
01819 | 3 | 2 | 133/.0211| 0.055 |1.40| 1.085 |27.56| 95 | 1072 | 250'
01818 | 4 | 2 | 133/.0211| 0.055 |1.40| 1.170 |29.72| 80 | 1344 | 250
08187 | 5 | 2 | 133/.0211| 0.055 |1.40| 1.390 |35.31| 64 | 1702 | 250

* Non-stock item; minimum quantity purchase required.

T Green conductor for grounding only. Ampacities based on NEC table 400.5(A).

(®Actual shipping weight may vary.

CARQOL.
BRAND

MSHA

Mine Safety and
Health Administration

RoHS Compliant
Directive 2002/95/E

Rubber Cord

Product Construction:

Conductors:
e 8 through 2 AWG fully annealed stranded
bare copper per ASTM B-174

Insulation:
® Premium-grade, color-coded 90°C EPDM
¢ Color code: See chart below

Jacket:
¢ Carolprene®, black
* Temperature range: -40°C to +90°C

Jacket Marking:
 CAROL (SIZE) TYPE SOOW 90°C
P-7K-123033 MSHA MADE IN USA NON-
uL

Applications:
¢ Portable tools and equipment
* Temporary and portable power
¢ Motors and associated machinery

Features:
* Excellent resistance to oil and moisture
* Good tensile strength, elongation and aging
characteristics
High flexibility
Excellent abrasion resistance
¢ Ozone-sunlight (UV)- and weather-resistant

Industry Approvals:
¢ MSHA Approved
* RoHS Compliant

Packaging:
e 250" (76.2 m), 500' (152.4 m),

1000' (304.8 m)
e Other put-ups available on special order

COLOR CODE CHART

NO. OF
CONDUCTORS

2 Black, White

3 Black, White, Green

4 Black, White, Red, Green

5 Black, White, Red, Orange, Green

COLOR

 General Cable
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Rubber Cord Cord & Cordset

Super Vu-Tron® Type SO

(0]
90°C 600 Volt
Product Construction:
Conductors:
¢ 18 through 10 AWG stranded bare copper
per ASTM B-174
Insulation:
* Premium-grade 90°C EPDM
Jacket:
* Super Vu-Tron®, black TYPE SO, NON-UL - 600 VOLT
e Temperature range: -40°C to +90°C NOMINAL INS
Jacket Marking: THICKNESS |  NOMINAL 0.0. APPROX.
CATALOG AWG | COND. CURRENT | NET WT.
* (SIZE) TYPE SO 600 VOLT CAROL SUPER NUMBER SIZE | STRAND | INCHES | mm | INCHES | mm | AMPS' | LBS/M'®
VU-TRON 90°C P-123-MSHA NON-UL
Applications: 77493* 18 16/30 | 0.030 | 0.76 | 0.180 | 4.57 7 19
¢ Portable tools and equipment 77483* 16 26/30 | 0.030 | 0.76 | 0.200 | 5.08 10 25
¢ Portable appliances
* Small motors and associated machinery 77473* 14 41/30 0.045 1.14 0.240 6.09 15 40
* Flexible power leads 77463* 12 65/30 | 0.045 | 1.14 | 0.265 | 6.60 20 50
Features: 77453* 10 | 104/30 | 0.045 | 1.14 | 0305 | 7.75 25 75

¢ Excellent resistance to oil and moisture
e Good tensile strength, elongation and aging T These ampacities are based on a conductor temperature of 90°C and an ambient air temperature of 40°C, per ICEA
b Pub-S-68-16 NEMA WC-8 (latest edition). Ampacities based on NEC table 400.5(A).
CharaCterlslt_ICS * Non-stock item; minimum quantity purchase required.
¢ High flexibility ®)Actual shipping weight may vary.
¢ Excellent abrasion resistance
¢ Ozone-sunlight (UV)- and weather-resistant

Industry Approvals:

¢ MSHA Approved
® RoHS Compliant

Packaging:

¢ Lengths cut to order

., [ msHa | CAROL.
 General Cable Qotistorpian) | i | B ANT)
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Cord & Cordset

Type SJ
60°C 300 Volt UL/CSA Portable Cord

I st .
TYPE SJ - 300 VOLT - UL/CSA
NOMINAL INS.
APPROX.
CATALOG | NO.OF | AWG | coNp, | TMICKNESS | NOMINALOD. |eypeent| NeTWT. | STD.
NUMBER | COND. | SIZE | STRAND | INCHES | mm | INCHES | mm | AMPS' | LBS/M'® | CIN.
01302 18 | 16/30| 0.030 |0.76 | 0.285 | 7.24] 10 50 | 1000°
01303 18 | 16/30| 0.030 |0.76 | 0.305 | 7.75| 10 63 | 1000'
01304 18 | 16/30| 0.030 |0.76 | 0.330 | 838| 7 76 | 250
01305 16 | 26/30| 0.030 |0.76 ] 0.315 | 8.00] 13 62 | 1000'
01306 16 | 26/30 | 0.030 |0.76 | 0.330 | 8.38| 13 76 | 250
01307 16 | 26/30| 0.030 |0.76 | 0.365 | 9.27| 10 97 | 250
01361 14 | 41/30| 0.030 076 ] 0.340 | 8.64] 18 79 | 250
01362 14 | 41/30| 0030 |0.76 | 0370 | 9.40| 18 | 106 | 250
01366 14 | 41/30| 0030 |0.76 | 0.415 |10.54| 15 | 135 | 250
01368 12 | 65/30| 0030 |0.76 | 0.410 [10.41] 25 | 117 | 250
01369 12 | 65/30| 0030 |0.76 | 0430 |10.92| 25 | 145 | 250
01370 12 | 65/30| 0030 |0.76 | 0470 |11.94| 20 | 182 | 250
01376* 10 | 104/30 | 0.045 |1.14 0550 [13.97] 30 | 193 | 250'
01377 10 | 104/30 | 0.045 |1.14 | 0580 |14.73| 30 | 243 | 250
01378 10 | 104/30 | 0.045 |1.14 | 0.655 |1664| 25 | 318 | 250

* Non-stock item

1 Green conductor for grounding only. Ampacities based on NEC table 400.5(A).

()Actual shipping weight may vary.

BRAND

LISTEIJ

Cerlified

Canadian Standard Association

RoHS Compliant
Directive 2002/95/EC,

Rubber Cord

Product Construction:

Conductors:
¢ 18 through 10 AWG fully annealed stranded
bare copper per ASTM B-174

Insulation:
® Premium-grade, color-coded EPDM
¢ Color code: See chart below

Jacket:
* Rubber, black
* Temperature range: -40°C to +60°C

Jacket Marking:
 CAROL (SIZE) (mm? TYPE SJ 60°C (UL) ---
CSA TYPE SJ-FT2 300 VOLT RoHS
MADE IN USA

Applications:
¢ Portable tools and equipment
¢ Portable appliances
¢ Small motors and associated machinery

Features:
e Good flexibility in low temperatures
e Suitable for use in conditions where the
cord is not subject to acid, grease, oil or
solvents

Industry Approvals:
e UL Flexible Cord - UL Subject 62
¢ CSA Flexible Cord - C22.2-49
¢ RoHS Compliant
Packaging:
e 250' (76.2 m)
e Other put-ups available on special order

COLOR CODE CHART
NO. OF
CONDUCTORS COLOR
2 Black, White
3 Black, White, Green
4 Black, White, Red, Green

 General Cable
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Rubber Cord Cord & Cordset

Carolprene® Type SVO
90°C 300 Volt UL/CSA Portable Cord

Product Construction:

Conductors:
¢ 18 AWG fully annealed stranded bare

Insulation:
® Premium-grade, color-coded 90°C EPDM
¢ Color code: See chart below

Jacket: TYPE SVO - 300 VOLT - UL/CSA
¢ Carolprene®, black

1]

. 400 0 NOMINAL INS.
* Temperature range: -40°C to +90°C ATAL noLof | aw \D THICKNESS NOMINAL 0.D. F— II\“I;RV(\;)T( 0
Jacket Marking: L L LD g | L 2
NUMBER | COND. | SIZE |STRAND| INCHES | mm | INCHES | mm | AMPSt |LBS/M'®) CTN.
¢ CAROL (SIZE) (mm?) TYPE SVO 90°C (UL)
o ggﬁNTEZiSVO FT-2 300 VOLT RoHS 13002 2 18 |41/34| 0.015 |0.38| 0.225 | 5.72 | 10 34 | 1000'
. . 13003 3 18 | 41/34 | 0.015 |0.38| 0.235 | 5.97 10 40 1000’
Applications:
e Vacuum cleaners 1 Green conductor for grounding only. Ampacities based on NEC table 400.5(A).

. . (®)Actual shippi ight A
« Light-duty equipment ctual shipping weight may vary.

¢ Office equipment
Features:
¢ Maintains flexibility in cold temperatures
¢ Resistant to oil and moisture
® Good tensile strength, elongation and aging
characteristics
o Excellent flex life
¢ Ozone-sunlight (UV)- and weather-resistant

Industry Approvals:
¢ UL Flexible Cord - UL Subject 62
* CSA Flexible Cord - C22.2-49
¢ RoHS Compliant
Packaging:
e 250' (76.2 m)
e Other put-ups available on special order

COLOR CODE CHART

NO. OF
CONDUCTORS COLOR

2 Black, White
3 Black, White, Green

. > @ @ CAROL
(J Gellera| cahh% W cansaugsfiﬁﬁéiﬁissmmn wm BRAND
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Cord & Cordset

Rubber Cord

Super Vu-Tron® Multi-Conductor Type SOOW
90°C 600 Volt UL/CSA Portable Cord

TYPE SO0W - 600 VOLT - UL/CSA

NOMINAL INS. APPROX.
CATALOG |NO.OF | Awg | conp. | THICKNESS | NOMINALO.D. |eyppent| NETWT,
NUMBER | COND. | SIZE |STRAND| INCHES | mm | INCHES | mm | AMPS' |LBS/M'®)
09805 5 | 18 | 16/30 | 0.030 | 0.76 | 0.465 | 11.81 ] 56 | 141
09806 6 | 18 | 16/30 | 0.030 | 0.76 | 0.495 | 1257 | 56 | 152
09807 7 | _18 | 16/30 | 0.030 | 0.76 | 0520 | 1321 | 56 | 172
09808 8 | 18 | 16/30 | 0.030 | 0.76 | 0530 | 13.46 | 4.9 | 177
09810 10 | 18 | 16/30 | 0.030 | 0.76 | 0.595 | 1511 | 49 | 225
09812 12 | 18 | 16/30 | 0.030 | 0.76 | 0.600 | 1524 | 35 | 240
09814 14 | 18 | 16/30 | 0.030 | 0.76 | 0.630 | 16.00 | 35 | 265
09816 16| 18 | 16/30 | 0.030 | 0.76 | 0.700 | 17.78 | 35 | 310
09818* | 18 | 18 | 16/30 | 0.030 | 0.76 | 0.760 | 19.30 | 35 | 345
09820 20 | 18 | 16/30 | 0.030 | 0.76 | 0.795 | 20.19 | 35 | 382
09822* | 22 | 18 | 16/30 | 0.030 | 0.76 | 0.805 | 20.45 | 3.1 | 400
09824 24 | 18 | 16/30 | 0.030 | 0.76 | 0.850 | 21.59 | 3.1 | 451
09827* | 27 | 18 | 16/30 | 0.030 | 0.76 | 0.865 | 21.97 | 31 | 475
09830 | 30 | 18 | 16/30 | 0.030 | 0.76 | 0.915 | 2324 | 31 | 533
09605 5 | 16 | 26/30 | 0.030 ] 0.76 | 0.495 | 1257 | 80 | 167
09606 6 | 16 | 26/30 | 0030 | 076 | 0.520 | 13.21| 80 | 182
09607 7 | 16| 26/30 | 0.030 | 0.76 | 0540 | 13.72 | 8.0 | 194
09608 8 | 16 | 26/30 | 0.030 | 0.76 | 0575 | 1461 | 7.0 | 218
09609 9 | 16 | 26/30 | 0.030 | 0.76 | 0.600 | 1524 | 7.0 | 243
09610 10 | 16 | 26/30 | 0.030 | 0.76 | 0.620 | 1575 | 50 | 255
09612 12 | 16 | 26/30 | 0.030 | 0.76 | 0.660 | 16.76 | 50 | 296
09614 14 | 16 | 26/30 | 0.030 | 0.76 | 0.730 | 18.54 | 50 | 352
09616 16| 16 | 26/30 | 0.030 | 0.76 | 0.740 | 18.80 | 50 | 383
09618* | 18 | 16 | 26/30 | 0.030 | 0.76 | 0.770 | 19.56 | 50 | 417
09620 20 | 16 | 26/30 | 0.030 | 0.76 | 0.810 | 20.57 | 5.0 | 457
09622* | 22 | 16 | 26/30 | 0.030 | 0.76 | 0.900 | 22.86 | 45 | 510
09624 24 | 16 | 26/30 | 0.030 | 0.76 | 0.925 | 23.50 | 45 | 563
09626* | 26 | 16 | 26/30 | 0.030 | 0.76 | 0.965 | 24.51 | 45 | 611
09630 30 | 16 | 26/30 | 0.030 | 0.76 | 1.010 | 2565 | 45 | 767

T Values shown are for current-carrying conductors. A grounding conductor, or one which carries only the unbalance current
from other conductors, is NOT counted in determining current carrying capacity. Ampacities based on NEC table 400.5(A).

* Non-stock item; minimum quantity purchase required.

(Actual shipping weight may vary.

COLOR CODE CHART
NO. OF NO. OF NO. OF
COND. COLOR TRACER | COND. COLOR TRACER | COND. COLOR TRACER
1 Black — 8 Red Black 15 Blue White
2 White — 9 Green Black 16 Black Red
3 Red — 10 Orange Black 17 White Red
4 Green — 11 Blue Black 18 Orange Red
5 Orange — 12 Black White 19 Blue Red
6 Blue — 13 Red White 20 Red Green
7 White Black 14 Green White 21 Orange Green
Note: Colors repeat after 21 conductors.
CAROL. (U MSHA
. P i Mine Safetyand RoHS Compliant
BRAND 5 e [, (st

Product Construction:

Conductors:
¢ 18 and 16 AWG fully annealed stranded
bare copper per ASTM B-174

Insulation:
¢ Premium-grade, color-coded 90°C EPDM
¢ Color code: See chart below

Jacket:
¢ Super Vu-Tron® 90°C, black
® Temperature range: -40°C to +90°C

Jacket Marking:

» CAROL SUPER VU-TRON (SIZE) (mm?)
90°C (UL) WATER RESISTANT SOOW CSA
(-40°C) FT-2 P-7K-123033 MSHA
600 VOLT RoHS MADE IN USA

Applications:
¢ Control circuits
* Tools
® Heavy industrial, processing and
construction equipment

Features:
¢ Extra-flexible stranding
¢ Abrasion-resistant
¢ Resists oils and solvents
¢ Flame-resistant
e Ozone-resistant
® 90°C rated conductors and jacket
¢ Water-resistant
e UL Listed and CSA Certified for indoor and
outdoor use
¢ Ozone-sunlight (UV)- and weather-resistant

Industry Approvals:
e UL Flexible Cord - UL Subject 62
* CSA Flexible Cord - C22.2-49
¢ MSHA Approved
* RoHS Compliant

Packaging:
¢ 5- through 8-conductor available on 250'
(76.2 m), 500' (152.4 m), and 1000’
(304.8 m) reels
* 9+ cond. available on long-length reels
e Other put-ups available on special order
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